
 

  

 

Model：CEN303AHD 
Analog AHD, 1.3Mega Pixel, 12V DC 
 

 
 
 
Features: 
 
- Metal-cased mobile box with fixed lens 
- Available in black finish 
- Low power consumption. 
- Easy installation on ceiling or wall, surface or flush mount. 
- IP69K waterproof 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 

 

 
Specifications: 
 

Pick up Device 1/3” CMOS AR0130 

TV System PAL/NTSC (Optional) 

Picture Elements 1280 (H) x 960 (V) 

Sensitivity 0 Lux (IR LED On) 

Scanning System Progressive scan RGB CMOS 

Synchronization Internal 

S/N Ratio More than 44dB(AGC Off) 

Auto Gain Control (AGC) Auto 

Electronic Shutter Auto 

Back Light Compensation Auto 

Infrared Spectrum 850 nm 

Infrared LED 18 LEDs 

Mirror Available 

ICR Available 

Noise Redution 3D 

Dymamic range 83.5 dB 

Video Output 1 Vp-p, 75Ω,AHD 

Audio Output Optional 

Lens f2.8mm Megapixel 

Pan Adjusting N/A 

Tilt Adjusting 0-60 Degree 

Power Supply 9-18V DC 

Power Consumption 180mA 

Dimensions (L X W X H) L69 x W76 x H78 mm 

Net Weight 285g 

Weatherproof IP69K 

Operating Temperature -30~ +70 ° C 

 
 
 

 

 

 

 

 

 

 

CEN303AHD Reverse / Rear View Camera 


